
Centrometal d.o.o. - 40306 Macinec - Glavna 12 - Croatia - tel:+385 40 372 600 - fax:+385 40 372 611
Branch office Zagreb - 10000 Zagreb - Babonićeva 53 - Croatia - tel:+385 1 46 33 762 - fax:+385 1 46 33 763 

http://www.centrometal.hr        e-mail: komercijala@centrometal.hr

BioSolidBioSolid
17, 26 and 34 kW

HEATING WITH WOOD LOGSHEATING WITH WOOD LOGS

The BioSolid is a range of steel boilers with rated thermal outputs of 17, 26, and 34 

kW, are suitable for firing with wood logs or briquettes. These boilers have very low 

emissions and a very high efficiency, up to 86%. They are intended for heating small 

and middle sized premises. A generously dimensioned combustion chamber 

permits the use of wood logs of 500 mm for the 26 and 34 kW boilers and 330 mm for 

the 17 kW boilers. One complete log fill lasts at least 2 hours at full power, but can 

be extended to a whole day, when a lower heat output is required. The operation of 

the boiler is regulated by a built-in 

digital controller. The boiler can be 

connected directly to the central 

heating system or through an 

appropriate number of CAS 

water accumulators. Boiler 

cleaning is very simple and 

can be done from the front 

or side access door. The 

boilers are manufactured in 

compliance with EN 303-5 

and ISO 9001 / 2000 

standards.
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BOILER DIMENSION

BOILER CROSS SECTION

BioSolid 26 / 34

BioSolid 26 / 34

AB

C

H
1 H

2
H

3
H

4

H
3

BioSolid 17

Flue gas exhaust

Fan with 
electric motor

Boiler water outlet

Boiler water inlet

Filling / Draining

Upper boiler door

Lower boiler door

Opening for cleaning

Combustion chamber

Refractory stone

26

72

430

150

5/4"

1/2"

180

90

2,5

500

80

840

1070

1050

165

340

675

915

26

(kW)

(l)

(kg)

f(mm)

(R)

(R)

(°C)

(°C)

(bar)

(mm)

(lit.)

(mm)

(mm)

(mm)

(mm)

(mm)

(mm)

(mm)

17 34

17

54

318

150

5/4"

1/2"

180

90

2,5

300

64

680

1085

1050

165

340

505

915

34

98

534

150

5/4"

1/2"

180

90

2,5

500

103

840

1140

1150

165

340

775

1015

BioSolid

Nominal heat output

Boiler water content

Boiler mass

Flue gas exhaust diameter *

Boiler inlet / outlet

Filling / Draining

Flue gas temperature

Max. operating temperature

Max. operating pressure

Max. wood log lenght

Wood storage volume

A

B

C

H1

H2

H3

H4
* - chimney inner diameter has to be determinated according to the boiler rated thermal output, height of the chimney and almost always it has to be bigger then the flue gas exhaust tube diameter.
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